Kurt J. Lesker Pellets & Pieces for Evaporation
I A Company

» Calcium, Cerium, Chromium, Chromium

Oxide & Chromium Plated Tungsten

B Calcium, Ca: Pieces (May Be Packed In Oil)
Calcium, Ca (99.0%-99.5% Purity)
art No.

Size Amount P Stocked ltem Price
-6 mesh (Mg <0.5% 100 g EVMCA25-6MD Call
Calcium, Ca (99% Purity)
Approximately 3mm 259 EVMCAX203MMA . Call
Approximately 3mm 50g EVMCAX203MMB Call
Approximately 3mm 100g EVMCAX203MMD Call
B Cerium, Ce: Pieces (MayBe Packed In Oil
Cerium, Ce (99.9% Purity TREM)
Size Amount Part No. Stocked ltem Price
1mm - 3mm Pieces 509 EVMCEX1-3MMB Call
2mm - 6mm Pieces 250 ¢ EVMCEX2-6MMJ Call
B Chromium, Cr: Pieces
Chromium, Cr (99.998% Purity)
Size Amount Part No. Stocked Item Price
1mm - 6mm Pieces 259 EVMCR48-A . Call
1mm - 6mm Pieces 50g EVMCR48-B . Call
1mm - 6mm Pieces 100 g EVMCR48-D . Call
1mm - 6mm Pieces 2009 EVMCR48-H . Call
1mm - 6mm Pieces 250¢ EVMCR48-J . Call m
1mm - 6mm Pieces 500 g EVMCR48-T Call
1mm - 6mm Pieces 11b. EVMCR48 Call
1mm - 6mm Pieces 1kg EVMCR48KG Call U
®
0.8mm - 6mm Pieces 259 EVMCR35A . Call -
0.8mm - 6mm Pieces 509 EVMCR35B . Call (=]
0.8mm - 6mm Pieces 100 g EVMCR35D . Call Chromium, Cr (7;)
0.8mm - 6mm Pieces 2509 EVMCR35J . Call :I:
0.8mm - 6mm Pieces 11b. EVMCR35 . Call —
0.8mm - 6mm Pieces 1kg EVMCR35KG Call °
-
B Chromium Oxide, Cr.0;: Pieces 2
Chromium Oxide, Cr,0s (99.7% Purity) )
Size Amount Part No. Stocked ltem Price s
3mm - 6mm Pieces 500g EVMCROX3-6MM Call —
3mm - 6mm Pieces 250g EVMCROX3-6MMJ Call —
3mm - 6mm Pieces 1kg EVMCROX3-6MMKG Call 9_,
w
B Chromium Plated Tungsten Rods ———— T D

Used to produce thin films of chromium
by evaporation in the electronics and
optics industries.

A B
Advantages over chromium chips: *| |¢ *
+ Good thermal efficiency
« Better regulation of film thickness A

+ Elimination of spalling

Dimensions
# Per Pack B c Volts Amps. Watts Stocked ltem  Price
Chromium-Plated 5 0.50" 0.070" 0.050" 2" 1.05 78 82 1800°C  EVSCRW1 Call
Tungsten Rods 5 0.50" 0.070" 0.050" 4" 2.02 78 158 1800°C ~ EVSCRW2 Call

5 0.50" 0.070" 0.050" 6" 240 7 185 1800°C  EVSCRW3 Call




Pellets & Pieces for Evaporation

Deposition Materials E

» Cobalt, Copper, Dysprosium
& Erbium

Cobalt, Co

Copper, Cu

M Cobalt, Co: Pellets

Cobalt, Co (99.95% Purity)

Kurt J. Le

sker

ompany

Size Amount Part No. Stocked Item Price
'/g" Diameter x '/s" Length 259 EVMCO35EXEA . Call
1/s" Diameter x /5" Length 509 EVMCO35EXEB . Call
'/s" Diameter x /5" Length 100 g EVMCO35EXED . Call
/5" Diameter x /5" Length 2509 EVMCO35EXEJ Call
'/s" Diameter x '/s" Length 1 1b. EVMCO35EXE Call
/4" Diameter x /4" Length 259 EVMCO35QXQA . Call
'/," Diameter x '/4" Length 5049 EVMCO35QXQB . Call
/4" Diameter x '/" Length 100 g EVMCO035QXQD . Call
/4" Diameter x /" Length 250 g EVMCO35QXQJ Call
/4" Diameter x /4" Length 11b./454 g EVMCO35QXQ Call
M Copper, Cu: Pellets
Copper, Cu (99.999% Purity)

Size Amount Part No. Stocked ltem Price
/5" Diameter x /5" Length 259 EVMCU50EXEA . Call
'/g" Diameter x '/¢" Length 5049 EVMCUS50EXEB . Call
'/g" Diameter x '/g" Length 100 g EVMCUS0EXED . Call
'/g" Diameter x '/g" Length 250 g EVMCUS50EXEJ . Call
/5" Diameter x /5" Length 11b. EVMCUS0EXE Call
/4" Diameter x '/s" Length 25¢g EVMCU50QXQA . Call
'/4" Diameter x '/s" Length 50¢g EVMCU50QXQB . Call
/4" Diameter x /" Length 100 g EVMCU50QXQD . Call
/4" Diameter x /4" Length 250 g EVMCU50QXQJ . Call
/4" Diameter x '/" Length 11b. EVMCU50QXQ . Call

/4" Diameter x /2" Length

1 Ib.

EVMCU50QXH

Copper, Cu (99.99% Purity)

Call

/5" Diameter x /5" Length 259 EVMCU40EXEA . Call
'/g" Diameter x '/g" Length 50g EVMCU40EXEB . Call
'/g" Diameter x '/g" Length 100 g EVMCU40EXED . Call
'/g" Diameter x '/s" Length 250 g EVMCU40EXEJ Call
1/s" Diameter x '/s" Length 1 Ib. EVMCU40EXE . Call
'/s" Diameter x '/s" Length 11b. EVMCU40EXQ Call
'/s" Diameter x '/s" Length 1kg EVMCU40EXQKG Call
/4" Diameter x /4" Length 259 EVMCU40QXQA . Call
/4" Diameter x /4" Length 509 EVMCU40QXQB . Call
/4" Diameter x '/" Length 100 g EVMCU40QXQD . Call
'/s" Diameter x '/" Length 250 g EVMCU40QXQJ . Call
/4" Diameter x '/s" Length 11b. EVMCU40QXQ . Call
'/4" Diameter x '/2" Length 1 b. EVMCU40QXH Call




